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Cube
Vitreous China Back Inlet Wall Faced Box Rim Pan

A minimalist designed, box rim wall faced pan with 622mm projection 
from the wall and features smooth sides and setout adjustment, 
suitable for general purpose applications. The Uniconnector allows 
for push-on trap connection with the advantage that it does not 
require an access panel to connect the flush pipe during S-trap 
installation. The combination of the geometric surfaces and 
concealed plumbing fittings with the wall face concept provides for 
optimum ease of cleaning and low cost maintenance enhanced by 
the rim design which maximises the washed area of the bowl. The 
Cube back inlet pan can be coupled with the Caroma range of 
concealed cisterns. The pan is suitable for domestic and commercial 
applications.
Pan: Cube Smartflush back inlet 4.5 litre full flush box rim pan.
Traps: Universal trap for S or P-trap installations.
Inlet: 50mm back inlet for concealed cistern and flushvalve 
installation.
Cisterns: Caroma Concealed Cistern options available – Invisi II 
Under Counter/Inwall/Induct/Inceiling Cisterns (available 
November 2008). Invisi Inwall/Induct/Inceiling Cisterns, 
Compact Under Counter Dual Flush Cistern and Slimline 
Induct Cistern. For installation options see Cisterns section.
Flushvalves: Schell WC Flushvalve Inwall/Induct. 
Fixing: Pan is supplied with D.80 Concealed Pan Fixing Bracket.
Seats: The Caroma Cube Soft Close seat is provided as standard.
Installation: Refer to Important Information for Plumbers section.
Colours: White only.
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Recommended 90mm setout
85mm – 120mm range
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Inwall Installation




